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(57) ABSTRACT

A method of network-based positioning using sounding ref-
erence signal (SRS) is proposed. An eNodeB configures a
number of parameters of a periodic SRS transmission for a
user equipment (UE). The eNodeB then transmits SRS con-
figuration data for SRS measurements performed by a loca-
tion measurement unit (LMU). The SRS configuration data
includes cell-specific SRS bandwidth configuration and UE-
specific SRS bandwidth configuration. The SRS configura-
tion data may further include a number of antenna ports for
SRS transmission, SRS frequency hopping bandwidth con-
figuration, information on whether SRS sequence-group hop-
ping is enabled, and Ag; when SRS sequence hopping is
enabled. Upon receiving the SRS configuration data, the
LMU is able to perform timing measurements over the
received SRS signals from the UE. In one embodiment, the
LMU detects SRS dropping to avoid performance degrada-
tion of the network-based positioning.
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SUPPORT OF NETWORK BASED
POSITIONING BY SOUNDING REFERENCE
SIGNAL

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation, and claims priority
under 35 U.S.C. §120 from nonprovisional U.S. patent appli-
cation Ser. No. 13/629,986, entitled “Support of Network
Based Positioning by Sounding Reference Signal,” filed on
Sep. 28, 2012, the subject matter of which is incorporated
herein by reference. Application Ser. No. 13/629,986, in turn,
claims priority under 35 U.S.C. §119 from U.S. Provisional
Application No. 61/542,404, entitled “Support of Network
Based Positioning by Sounding Reference Signal,” filed on
Oct. 3, 2011, the subject matter of which is incorporated
herein by reference.

TECHNICAL FIELD

The disclosed embodiments relate generally to wireless
network communications, and, more particularly, to network-
based positioning of user equipments using sounding refer-
ence signals.

BACKGROUND

Mobile phone tracking refers to attaining of the current
position of a mobile phone (user equipment (UE)), stationary
or moving. Localization may occur either via multilateration
of radio signals between several radio towers of the network
and the UE, or simply via GPS. Localization-based systems
can be broadly divided into network-based, handset-based,
SIM-based, and/or hybrid. Network-based positioning tech-
niques utilize the service provider’s network infrastructure to
identify the location of a UE. The advantage of network-
based positioning techniques is that they can be implemented
non-intrusively, without affecting the UE.

In network-based positioning, the UE position is estimated
based on timing measurements of the sounding reference
signal (SRS) taken at different Location Measurement Units
(LMUs), along with the knowledge of the geographical coor-
dinates of the LMUs. The time required for an uplink SRS
signal transmitted by a UE to reach an LMU is proportional to
the length of the transmission path between the UE and the
LMU. Therefore, the LMU is able to calculate the UE’s
distance by uplink SRS timing measurements. Typically, a set
of LMUs (e.g., three LMUs) can be used to sample the SRS at
the same time to estimate the UE’s location.

In 3GPP LTE wireless communication systems, two types
of SRS are defined. A first type of Periodic SRS (p-SRS) is
used for obtaining long-term channel information. Before a
UE starts p-SRS transmission, its serving base station (eNo-
deB) needs to allocate periodic SRS resources and configure
SRS parameters to the UE by higher layer signaling. A second
type of Aperiodic SRS (ap-SRS) is triggered by uplink grant
via physical downlink control channel (PDCCH). Once trig-
gered, the UE transmits a sounding sequence in a pre-defined
location. Typically, in addition to obtaining channel informa-
tion, p-SRS is also used for network-based positioning.

In order to obtain uplink SRS measurements, the LMUs
need to know the characteristics of the uplink SRS signal
transmitted by the UE for the period required to calculate
uplink measurements. These characteristics have to be static
over the periodic transmission of SRS. Hence, the eNodeB
will be requested communicate to an Enhanced Serving
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2

Mobile Location Center (E-SMLC) these SRS characteristics
so that the E-SMLC can configure the LMUs accordingly.
The eNodeB is responsible for allocating the target UE SRS
resources and communicating the SRS configurations to the
E-SMLC. If the eNodeB determines that it will be unable to
configure the target UE, then the eNodeB sends a failure
indication to the E-SMLC.

The 3GPP LTE specification has defined various SRS
parameters (e.g., cell-specific SRS parameters and UE-spe-
cific SRS parameters) for uplink SRS transmission for each
target UE. For example, different SRS parameters are defined
for SRS sequence-group hopping and sequence hopping,
SRS resource allocation, SRS frequency hopping, UE
antenna selection, and TDD-specific parameters, etc. To
achieve accurate SRS measurements, the serving eNodeB
needs to determine what part of the SRS configuration data of
the target UE needs to be transferred from the eNodeB to the
E-SMLC and from the E-SMLC to the LMUs.

Furthermore, according to 3GPP LTE specification, a UE
shall abandon the transmission of SRS in a subframe if the
coincidence of some specific uplink channels in the same
subframe occurs. This SRS dropping is unknown to the
LMUs because the rules governing the SRS dropping are
quite complex and it is unlikely for the eNodeB to transfer all
the information related to the SRS dropping rules to the
LMUs. In this case, the LMUs may try to measure the SRS
from the target UE even if the SRS is not transmitted at all.
Therefore, handling SRS dropping is required to avoid caus-
ing performance degradation of the network-based position-
ing technique.

SUMMARY

A method of network-based positioning using sounding
reference signal (SRS) is proposed. An eNodeB configures a
number of parameters of a periodic SRS transmission for a
user equipment (UE). The eNodeB then transmits SRS con-
figuration data for SRS measurements performed by a loca-
tion measurement unit (LMU). The SRS configuration data
includes cell-specific SRS bandwidth configuration and UE-
specific SRS bandwidth configuration. The SRS configura-
tion data may further include a number of antenna ports for
SRS transmission, SRS frequency hopping bandwidth con-
figuration, information on whether SRS sequence-group hop-
ping is enabled, and A, when SRS sequence hopping is
enabled. Upon receiving the SRS configuration data, the
LMU is able to perform timing measurements over the
received SRS signals from the UE.

In one embodiment, the eNodeB may avoid or reduce SRS
dropping by proper SRS configuration and/or scheduling.
Dropping of SRSs is concerned with the transmission
instances of SRS, PUCCH, PUSCH, and PRACH. The coin-
cidence of SRS and some specific PUCCH/PUSCH/PRACH
in the same subframe can be reduced by proper UE configu-
ration and/or scheduling. In another embodiment, the eNo-
deB may send a bitmap that explicitly indicates SRS dropping
instances. For example, the length of the bitmap is equal to the
total number of possible SRS transmission instances for the
positioning, with each bit indicates whether each SRS is
dropped. Inyet another embodiment, the LMU autonomously
detects SRS dropping to avoid performance degradation of
the network-based positioning. The LMU detects SRS drop-
ping using the maximum value of the cross-correlation
between the SRS input sequence and the received sequence
around the arrival time of the SRS signal with various timing
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offsets. If this maximum value is lower than a threshold, then
the LMU can assume that the SRS signal is dropped in this
transmission instance.

Other embodiments and advantages are described in the
detailed description below. This summary does not purport to
define the invention. The invention is defined by the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

Other The accompanying drawings, where like numerals
indicate like components, illustrate embodiments of the
invention.

FIG. 1 illustrates network-based positioning using sound-
ing reference signal (SRS) in a wireless communication sys-
tem in accordance with one novel aspect.

FIG. 2 illustrates a procedure of network-based positioning
based on periodic SRS.

FIG. 3 illustrates SRS scheduling and SRS dropping han-
dling in accordance with one novel aspect.

FIG. 4 illustrates one embodiment of handling SRS drop-
ping by a location measurement unit (LMU).

FIG. 5 illustrates a list of SRS configuration parameters
related to SRS measurements.

FIG. 6 illustrates necessary SRS configuration data trans-
ferred from an eNodeB to an e-SMLC.

FIG. 7 illustrates necessary SRS configuration data trans-
ferred from an e-SMLC to an LMU.

FIG. 8 is a flow chart of a method of network-based posi-
tioning from eNodeB perspective in accordance with one
novel aspect.

FIG. 9 is a flow chart of a method of network-based posi-
tioning from LMU perspective in accordance with one novel
aspect.

DETAILED DESCRIPTION

Reference will now be made in detail to some embodi-
ments of the invention, examples of which are illustrated in
the accompanying drawings.

FIG. 1 illustrates network-based positioning using sound-
ing reference signal (SRS) in a wireless communication sys-
tem 100 in accordance with one novel aspect. Wireless com-
munication system 100 comprises a base station eNodeB 101,
a user equipment UE 102, a mobility management entity
MME 103, an enhanced serving mobile location center
e-SMLC 104, and a set of location measurement units LM Us
105. In 3GPP LTE systems, UE communicates with its serv-
ing eNodeB via radio access air interface, eNodeB commu-
nicates with MME via S1 interface, MME communicates
with e-SMLC via SLs interface, and e-SMLC communicates
with LMUs via SLm interface. In 3GPP LTE systems, one
way of providing channel information is via the use of uplink
channel sounding. Channel sounding is a mechanism where
the UE transmits SRS signals on an uplink channel to enable
the eNodeB to estimate the uplink channel response. Periodic
SRS signals can also be used for network-based positioning.
In network-based positioning, when the network operator
decides to identify the location of a UE, the UE position is
estimated based on timing measurements of the SRS signals
taken at the LMUs, along with the knowledge of the geo-
graphical coordinates of the LMUs.

In order to obtain uplink SRS timing measurements, the
LMUSs need to know the characteristics of the SRS signals
transmitted by the UE for the period required to calculate the
timing measurements. In one novel aspect, eNodeB 101 con-
figures and schedules UE 102 for periodic SRS transmission,
and sends necessary SRS configuration data to the LMUs.
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Based on the received SRS configuration data, the LUMs are
able to properly obtain the timing measurements. As illus-
trated in FIG. 1, eNodeB 101 transmits SRS configuration
106 to UE 102 for SRS scheduling information and SRS
transmission parameters. Based on the SRS configuration,
UE 102 transmits periodic SRSs 107 accordingly. Further-
more, eNodeB 101 also transmits necessary SRS configura-
tion 108 to LMUs 105 via MME 103 and e-SMLC 104. Upon
receiving the SRS configuration 108, LMUs 105 are able to
properly obtain the uplink SRS timing measurements.

Each LMU comprises memory 151 having program
instructions, a processor 152 that executes the program
instructions, a measurement module 153 that performs mea-
surement on received radio signals, and a radio frequency
(RF) module 154 having a transmitter and receiver coupled to
antenna 155 to receive radio signals. The different modules
are function modules and may be implemented by software,
hardware, firmware, or any combination thereof. The func-
tion modules, when executed by processor 152 (via program
instructions contained in memory 151), interwork with each
other to allow LMUs 105 to receive sounding reference sig-
nals from UE 102, and perform SRS timing measurements
based on SRS configuration data received from eNodeB 101.

FIG. 2 illustrates a procedure of network-based positioning
based on periodic SRS in an LTE mobile network. In step 211,
eNodeB 201 determines SRS configuration and/or schedul-
ing for UE 202 for periodic SRS transmission. In one advan-
tageous aspect, SRS dropping is avoided by proper SRS con-
figuration and/or scheduling. In step 212, eNodeB 201
transmits the SRS parameters to UE 202. In step 213, eNodeB
201 transmits necessary SRS configuration data to e-SMLC
204 (via MME, not shown), and e-SMLC 204 in turn trans-
mits the necessary SRS configuration datato LMU 205 in step
214. On one advantageous aspect, the SRS configuration data
includes all relevant SRS parameters necessary for SRS tim-
ing measurements. In another advantageous aspect, eNodeB
201 also sends a bitmap indicating SRS dropping instances.
In step 215, UE 202 determines when to transmit periodic
SRS based on the configured SRS parameters. If there is a
scheduling conflict, then UE 202 drops corresponding SRS
transmission. In step 216, UE 202 transmits periodic SRS
signals to LMU 205. In step 217, LMU 205 performs timing
measurements for the received SRS signals. In one advanta-
geous aspect, LMU 205 autonomously detects any dropped
SRS instances. In step 218, LMU 205 sends measurement
results to e-SMLC 204 to determine the location of UE 202.

FIG. 3 illustrates SRS scheduling and SRS dropping han-
dling in accordance with one novel aspect. In an LTE wireless
communication system, an eNodeB and a UE communicate
with each other by sending and receiving data carried in a
series of frames. Each frame comprises a number of downlink
(DL) subframes for the eNodeB to transmit data to the UE,
and a number of uplink (UL) subframes for the UE to transmit
data to the eNB. In the example of FIG. 3, frame N contains
three consecutive uplink subframes UL#1, UL#2, and UL#3
following five consecutive downlink subframes. In the LTE
system, two types of SRS are defined for uplink channel
sounding. A first type of Periodic SRS (p-SRS) (e.g., trigger
type0) is used for obtaining long-term channel information.
Before a UE starts p-SRS transmission, its serving base sta-
tion (eNodeB) needs to configure SRS parameters and allo-
cate SRS resources to the UE by higher layer signaling. A
second type of Aperiodic SRS (ap-SRS) (e.g., trigger typel)
is triggered by uplink grant via physical downlink control
channel (PDCCH). Once triggered, the UE transmits a sound-
ing sequence in a pre-defined location.
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Periodic SRS is used for network-based positioning. For
periodic SRS transmission, the eNodeB configures SRS
parameters and allocates SRS resource for scheduled SRS
transmission. For example, in subframe UL#1, a sounding
channel 301 is allocated in the first OFDM symbol for SRS
transmission. According to 3GPP TS 36.213, typeO-triggered
periodic SRS shall be dropped by the UE under certain sce-
narios. The different scenarios for SRS dropping are listed in
FIG. 3 block 302.

In a first scenario, if both trigger typeO and trigger typel
SRS transmission would occur in the same subframe in the
same serving cell, then the UE only transmits typel -triggered
SRS. In a second scenario, the UE does not transmit SRS
whenever SRS and physical uplink shared channel (PUSCH)
transmission happen to coincide in the same OFDM symbol.
In a third scenario, the UE does not transmit typeO-triggered
SRS whenever type0-triggered SRS and physical uplink con-
trol channel (PUCCH) format 2/2a/2b transmission happento
coincide in the same subframe. In a fourth scenario, the UE
does not transmit SRS whenever SRS transmission and
PUCCH transmission carrying HARQ-ACK and/or positive
SR happen to coincide in the same subframe if the parameter
ackNackSRS-SimultaneousTransmission is FALSE. In a fifth
scenario, the UE does not transmit SRS whenever SRS trans-
mission on any serving cells and PUCCH transmission car-
rying HARQ-ACK and/or positive SR using normal PUCCH
format as defined in Section 5.4.1 and 5.4.2A of 3GPP TS
36.211 happen to coincide in the same subframe. In a sixth
scenario, in UpPTS, whenever SRS transmission instance
overlaps with the PRACH region for preamble format 4 or
exceeds the range of uplink system bandwidth configured in
the serving cell, the UE does not transmit SRS. Finally, in a
seventh scenario, the UE does not transmit SRS whenever
SRS and a PUSCH transmission corresponding to a random
access response grant or a retransmission of the same trans-
port block as part of the contention based random access
procedure coincide in the same subframe.

The above-illustrated SRS dropping is unknown to the
LMUs because the rules governing the SRS dropping are
quite complex and it is unlikely for the eNodeB to transfer all
the information related to the SRS dropping rules to the
LMUs. Therefore, proper handling of the SRS dropping is
required to avoid the performance degradation of network-
based positioning.

From the eNodeB side, SRS dropping may be handled in
two ways. In a first method, the eNodeB may avoid or reduce
SRS dropping by proper SRS configuration and/or schedul-
ing. Dropping of SRSs is concerned with the transmission
instances of SRS, PUCCH, PUSCH, and PRACH. The coin-
cidence of SRS and some specific PUCCH/PUSCH/PRACH
in the same subframe (as identified in the scenarios in FIG. 3)
can be reduced by proper UE configuration and/or schedul-
ing. Specifically, when network-based positioning is trig-
gered for a UE, besides SRS reconfiguration, some other
parameters, e.g. CSI feedback period and offset, UE sched-
uled subframes, and hence the subframes for HARQ-ACK
transmission etc., concerned with the transmission of
PUCCH/PUSCH/PRACH, may be designed to reduce the
number of SRS droppings. In a second method, the eNodeB
may send a bitmap that explicitly indicates SRS dropping
instances. The serving eNodeB of the target UE has the full
knowledge of whether each SRS is dropped. The serving
eNodeB may send this information in a bitmap to e-SMLC
and then to each LMU performing measurements to indicate
which SRSs have been dropped. For example, the length of
the bitmap is equal to the total number of possible SRS
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transmission instances for the positioning, with each bit indi-
cates whether each SRS is dropped.

From the LMU side, the LMU may autonomously detect
SRS dropping to avoid performance degradation of the net-
work-based positioning. FIG. 4 illustrates one embodiment of
handling SRS dropping by a location measurement unit
(LMU) 400. LMU 400 comprises a radio frequency (RF)
module 411 coupled to an antenna 412, and a measurement
module 401 having an analog-to-digital (A/D) converter 413,
a fast Fourier transfer (FFT) module 414, a correlation mod-
ule 415, a timing detector 416, and a timing abstractor 417. In
the example of FIG. 4, an SRS signal 421 is transmitted by a
target UE to LMU 400. RF module 411 first receives the
analog SRS signal via antenna 412 in time domain. The
analog SRS signal is then digitized by A/D converter 413 to a
digital signal, which is transferred by FFT module 414 at a
time instance into a received sequence in frequency domain.
Thereceived sequence is then cross-correlated with the actual
SRS sequence input with various time offsets by correlation
module 415. Based on the cross-correlation value, timing
detector 416 detects the SRS signal at a specific time instance
corresponds to a maximum value. The timing abstractor then
selects the time instance as the arrival time of the SRS signal.
Thus, LMU 400 can estimate the target UE’s distance based
on the time offset between the transmitted SRS signal and the
received SRS signal.

In one novel aspect, LMU 400 is able to detect SRS drop-
ping using the maximum value of the cross-correlation
between the SRS input sequence and the received sequence
around the arrival time of the SRS signal with various timing
offsets. If this maximum value is lower than a threshold (e.g.,
no strong correlation), then LMU 400 can assume that the
SRS signal is dropped in this transmission instance. In such
case, the received signal corresponding to this transmission
instance is not taken into account in the SRS measurements.

The above-illustrated methods of handling SRS dropping
may be applied together. For example, avoidance of SRS
dropping by configuration/scheduling has the benefit of
improving the positioning accuracy by reducing the number
of ineffective SRS measurements. It can be used in conjunc-
tion with the autonomous detection and the bitmap indication
methods.

For periodic SRS transmission, various SRS parameters
(e.g., both cell-specific parameters and UE-specific param-
eters) are defined in 3GPP LTE systems. FIG. 5 illustrates a
list of configuration information related to SRS measure-
ments. The SRS parameters are categorized according to the
features related to SRS, and relevance of each parameter to
SRS measurements is described below.

A first group of SRS parameters is related to SRS
sequence-group hopping and sequence hopping. Those
parameters include Group-hopping-enabled, Disable-se-
quence-group-hopping, Sequence-hopping-enabled, N,
n, in which the first SRS transmission for positioning takes
place, and Ac. SRS sequence-group hopping can be enabled
or disabled by cell-specific parameter Group-hopping-en-
abled provided by high layers. However, SRS sequence-
group hopping can also be disabled for a certain UE through
high-layer parameter Disable-sequence-group-hopping
despite being enabled on a cell basis. The sequence-group
number u of a SRS sequence in slot n_ is defined by a group
hopping pattern f,,(n,) and a sequence-shift pattern f,
according to u=(f,, (n,)+f,) mod 30. The sequence-shift pat-
tern £, is given by f,.=N,,°*” mod 30. The group-hopping
pattern T, (n,) is given by the following equation:
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0 if group hoppingis disabled

Fonlng) =1 (& o . L
Z c(8ns + 0)-2' [mod30 if group hoppingis enabled
=0

where the pseudo-random sequence c(i) shall be initialized
with c,,,,=IN,,,“*/30I at the beginning of each radio frame. If
an LMU always begins measuring the SRS for positioning at
the start of a radio frame, then n =0, and there is no need to
transfer this information. Otherwise, the value of n, in which
the first SRS transmission for positioning takes place needs to
be transferred.

The parameter Sequence-hopping-enabled provided by
higher layers determines if sequence hopping is enabled or
not. The base sequence number v within the base sequence
group in slot n, is defined by:

n2) if MS'SS = 6N§B and group hopping is

eln,

V= *" disabled and sequence hopping is enabled
0 otherwise

where c(n) shall be initialized with c,,~IN,,"/301-2°+
f FY5“# the beginning of each radio frame, f, ~“*“F=(N ,“*
mod 30+A,,) mod 30, and A_E{0,1,...,29} is configured by
higher layers. Therefore, when SRS sequence hopping is
enabled, then A ¢ needs to be transferred.

A second group of SRS parameters is related to the time/
frequency resources of SRS and SRS sequence code. Those
parameters include cyclicShift, srs-AntennaPort-r10, srs-
BandwidthConfig, srs-Bandwidth, N_*Z, N, .%*, duration,
transmissionComb, and nin which the first SRS transmission
for positioning takes place. The sounding reference signal
sequence is rSRS(ﬁ):ru,v(“ﬁ)(n), where the cyclic shift o; is
given as:

os.p .

n 5 8p

@, =2 SRS , ngs = | nSRs + — |mod8,
8 Nap

peid, ... ,Nyp—1}

where ng,s~€{0,1,2,3,4,5.6,7} is configured by the higher-
layer parameters cyclicShift for each UE, and N, is the
number of antenna ports used for SRS transmission provided
by higher layer parameter srs-AntennaPort-r10.

According to 3GPP TS 36.213, a UE configured for SRS
transmission on multiple antenna ports of a serving cell shall
transmit SRS for all the configured transmit antenna ports
within one SC-FDMA symbol of the same subframe of the
serving cell. The SRS transmission bandwidth and starting
physical resource block assignment are the same for all the
configured antenna ports of a given serving cell. Thus, the
sequences of SRS from different transmit antennas are sepa-
rated by different values of cyclic shifts ng, ™% in the phase.
Based on the DFT property x(n-n,)¢<> X(k)e 7% these
received SRS signals in the time domain from different
antenna ports become multiple time-shifted versions of the
same sequence.

Since the LMU estimates the distance between itself and
the target UE by means of the time offset between the trans-
mitted and received SRS signals, configuring SRS transmis-
sion in multiple antenna ports tends to cause errors in distance
estimation. Moreover, the SRS sequence shall be multiplied
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with the amplitude-scaling factor IA] N,,, in order to conform
to the total UE transmit power. This amplitude scaling leads to
power reduction of each received SRS signal. Consequently,
in the configuration of SRS for positioning purpose, the num-
ber of antenna ports for SRS transmission N, shall be equal
to one.

The cell-specific parameter srs-BandwidthConfig, Czs
€{0,1,2,3,4,5,6,7} and the UE-specific parameter srs-Band-
width, Bgzs€{0,1,2,3} are given by higher layers to indicate
Mgps, and Ny, b=0, 1, 2, 3, values in Tables 5.5.3.2-1 to
5.5.3.2-4 of 3GPP TS 36.211, where N,,;“ is needed for
table lookup. The length of the SRS sequence is given as
M,., S =m, S,bNSCRB/ 2. In a normal uplink subframe, the
frequency-domain starting position k,%’ depends on the
transmissionComb. In UpPTS, k,% is a function of the sys-
tem frame number n,and the transmissionComb. The param-
eter duration (single or indefinite until disabled) is defined in
3GPP TS 36.331 for trigger type 0. As it requires a number of
SRS measurements to determine the UE position, the param-
eter duration shall be set as “TRUE’.

A third group of SRS parameters is related to frequency
hopping of SRS. The parameters include srs-HoppingBand-
width, freqDomainPosition, and srs-Configlndex. The fre-
quency hopping of the SRS is configured by the parameter
b,,,€{0,1,2,3}, provided by higher-layer parameter srs-Hop-
pingBandwidth. If frequency hopping of the SRS is not
enabled (i.e., b,,,2Bg). the frequency position index n,
depends on the parameter ny,~ given by higher-layer param-
eters freqDomainPosition. If frequency hopping ofthe SRS is
enabled (i.e., b,,,<Bgs), the frequency position index n,, is a
function of ng,, UE-specific periodicity of SRS transmis-
sion Tggs, and SRS subframe offset T, z,,, where Tggg and
T, g5, are determined by the higher-layer parameter srs-Con-
figlndex.

A fourth group of SRS parameters is related to UE antenna
selection. The parameters include ue-TransmitAntennaSe-
lection and ue-TransmitAntennaSelection-rl0. When
antenna selection is enabled for a given serving cell for a UE,
the index of the UE antenna that transmits the SRS varies with
time. In terms of positioning accuracy, it is beneficial for the
LMU to know which SRS transmission instances are from the
same antenna. Thus, the LMU needs to know whether the
target UE is configured with antenna selection.

A fifth group of SRS parameters is related to TDD specific
systems. Those parameters include Frame structure type,
TDD UL/DL configuration, srsMaxUpPts, PRACH configu-
ration index, and TDD special subframe configuration. For
UpPTS, Mgpso shall be reconfigured to
mSRS,Omax:maXceC{mSRS,OC}S(NRBUL_6NRA) if this recon-
figuration is enabled by the cell-specific parameter srsMax-
UpPts given by higher layers, otherwise if the reconfiguration
is disabled mgz o “*=max gz s o, Where C is a SRS Bandwidth
configuration and Cgy. is the set of SRS Bandwidth configu-
rations from the Tables 5.5.3.2-1t0 5.5.3.2-4 of TS 36.211 for
each uplink bandwidth N ;%% N,, , is the number of format 4
PRACH in the addressed UpPTS and derived from Table
5.7.1-4 of TS 36.211, depending on the TDD UL/DL con-
figuration and PRACH configuration index. In TDD with
Tors>2, typeO-triggered SRS transmission instances are the
subframes satisfying (10'n+kz=T,, ., JmodT =0, where
Kz is defined in Table 8.2-3 of TS 36.213. The SRS trans-
mission instances for TDD with T, =2 are the subframes
satisfying (Ksgs—T 5., mod 5=0. The value of kg is a func-
tion of the TDD special subframe configuration.

Other parameters related to SRS measurement but not
listed above include C-RNTI of the target UE, Serving eNo-
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deB eCGl, UL-EARFCN, cyclic prefix configuration, a
parameter representing the total number of SRS transmis-
sions for positioning, and a bitmap indicating which SRSs
were dropped.

Now referring back to FIG. 1, eNodeB 101 first transfers
the necessary SRS configuration data to e-SMLC 104 via
MME 103, and e-SMLC 104 relays the necessary SRS con-
figuration data to LMUs 105. Note that to reduce signaling
overhead, among the various SRS parameters listed in FIG. 5,
only part of the listed SRS parameters are deemed as neces-
sary to the LMUs for accurate uplink SRS timing measure-
ments.

FIG. 6 illustrates necessary SRS configuration data trans-
ferred from an eNodeB to an e-SMLC. Table 601 includes
both general parameters and SRS-specific parameters. The
general parameters include C-RNTI of the target UE, Physi-
cal Cell 1d (PCI) for the PCELL, UL-EARFCN, the timing
advance measurement for the UE in PCELL, and the serving
eNodeB eCGI (FFS). The SRS-specific parameters for the
PCELL which the SRS is configured include the uplink cyclic
prefix configuration, the UL system bandwidth of the cell, the
CELL-specific SRS bandwidth configuration (srs-Band-
widthConfig), the UE-specific SRS bandwidth configuration
(srs-Bandwidth), the number of antenna ports for SRS trans-
mission (srs-AntennaPort), the frequency domain position,
the SRS frequency hopping bandwidth configuration, the
SRS-cyclic shift, the transmission comb, the SRS configura-
tion index, MaxUpPt for time division duplex (TDD) mode,
Group-hopping-enabled, and Ags when SRS sequence hop-
ping is enabled.

FIG. 7 illustrates necessary SRS configuration data trans-
ferred from an e-SMLC to an LMU. Table 701 includes both
general parameters and SRS-specific parameters. The general
parameters include C-RNTT of the target UE, Physical Cell Id
(PCI) for the PCELL, UL-EARFCN, and search window
parameters T (expected propagation delay) and A (delay
uncertainty). The SRS-specific parameters for the PCELL
which the SRS is configured include the uplink cyclic prefix
configuration, the UL system bandwidth of the cell, the
CELL-specific SRS bandwidth configuration (srs-Band-
widthConfig), the UE-specific SRS bandwidth configuration
(srs-Bandwidth), the number of antenna ports for SRS trans-
mission (srs-AntennaPort), the frequency domain position,
the SRS frequency hopping bandwidth configuration, the
SRS-cyclic shift, the transmission comb, the SRS configura-
tion index, MaxUpPt for time division duplex (TDD) mode,
Group-hopping-enabled, and A, when SRS sequence hop-
ping is enabled.

FIG. 8 is a flow chart of a method of network-based posi-
tioning from eNodeB perspective in accordance with one
novel aspect. In step 801, an eNodeB configures a number of
parameters of a periodic sounding reference signal (SRS) for
a user equipment (UE). The periodic SRS transmission is
used for network-based positioning. In step 802, the eNodeB
transmits SRS configuration data for SRS measurements per-
formed by a location measurement unit (LMU). The SRS
configuration data includes cell-specific SRS bandwidth con-
figuration and UE-specific SRS bandwidth configuration.
The SRS configuration data may further include a number of
antenna ports for SRS transmission, SRS frequency hopping
bandwidth configuration, information on whether SRS
sequence-group hopping is enabled, and Ags when SRS
sequence hopping is enabled.

FIG. 9 is a flow chart of a method of network-based posi-
tioning from LMU perspective in accordance with one novel
aspect. In step 901, a location measurement unit (LMU)
receives sounding reference signal (SRS) configuration data
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transmitted from an eNodeB. The SRS configuration data is
for SRS measurement performed by the LMU for network-
based positioning. The SRS configuration data includes cell-
specific SRS bandwidth configuration and UE-specific SRS
bandwidth configuration. In step 902, the LMU receives an
SRS signal transmitted from a user equipment (UE). In step
903, the LMU performs timing measurement over the
received signal using the SRS configuration data. In one
embodiment, the LMU detects SRS dropping to avoid per-
formance degradation of the network-based positioning.

The network-based positioning using SRS disclosed above
is applied in PCELL. However, the same method can be
applied in SCELL as well. In some embodiments, the net-
work-based positioning using SRS may be applied in both
PCELL and SCELL. Because PCELL and SCELL belong to
different frequency bands, using both PCELL and SCELL for
network-based positioning may produce positioning result
that is more accurate.

Although the present invention has been described in con-
nection with certain specific embodiments for instructional
purposes, the present invention is not limited thereto. Accord-
ingly, various modifications, adaptations, and combinations
of various features of the described embodiments can be
practiced without departing from the scope of the invention as
set forth in the claims.

What is claimed is:

1. A method comprising:

receiving sounding reference signal (SRS) configuration
data transmitted from a base station, wherein the SRS
configuration data is used for SRS measurements by a
location measurement unit (LMU) for network-based
positioning, wherein the SRS configuration data
includes cell-specific SRS bandwidth configuration and
UE-specific SRS bandwidth configuration, and wherein
the SRS configuration data further includes a total num-
ber of SRS transmissions for the positioning;

receiving a sounding reference signal transmitted from a
user equipment, wherein the sounding reference signal
has an SRS sequence, and wherein the SRS transmission
is scheduled in specific uplink subframes for reducing
SRS dropping based on predefined rules;

detecting an SRS dropping instance using cross-correla-
tion between the SRS sequence and the received signal,
wherein the SRS dropping instance is detected when a
maximum value of the cross-correlation is below a
threshold value; and

performing timing measurements for the received refer-
ence signal using the SRS configuration data.

2. The method of claim 1, wherein the SRS configuration
data includes a number of antenna ports for SRS transmis-
sion, and wherein the number of antenna ports is set to one for
the positioning.

3. The method of claim 1, wherein the SRS configuration
data further includes SRS frequency hopping bandwidth con-
figuration.

4. The method of claim 1, wherein the SRS configuration
data further includes cell-specific information on whether
SRS sequence-group hopping is enabled.

5. The method of claim 1, wherein the SRS configuration
data further includes a delta sequence shift ASS when SRS
sequence hopping is enabled.

6. A location measurement unit (LMU), comprising:

a radio frequency transceiver that receives sounding refer-
ence signal (SRS) configuration data transmitted from a
base station, wherein the SRS configuration data is used
for SRS measurements for network-based positioning,
wherein the SRS configuration data includes cell-spe-
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cific SRS bandwidth configuration and UE-specific SRS
bandwidth configuration, wherein the SRS configura-
tion data further includes a total number of SRS trans-
missions for the positioning, and wherein the RF module
also receives a sounding reference signal transmitted
from a user equipment, and wherein the SRS transmis-
sion is scheduled in specific uplink subframes for reduc-
ing SRS dropping based on predefined rules; and

an SRS measurement module that performs timing mea-

surements for the received reference signal using the
SRS configuration data, wherein the measurement mod-
ule also detects an SRS dropping instance using cross-
correlation between an SRS sequence of the SRS signal
and the received signal, and wherein the SRS dropping
instance is detected when a maximum value of the cross-
correlation is below a threshold value.

7. The LMU of claim 6, wherein the SRS configuration
data includes a number of antenna ports for SRS transmis-
sion, and wherein the number of antenna ports is set to one for
the positioning.

8. The LMU of claim 6, wherein the SRS configuration
data further includes SRS frequency hopping bandwidth con-
figuration.

9. The LMU of claim 6, wherein the SRS configuration
data further includes cell-specific information on whether
SRS sequence-group hopping is enabled.

10. The LMU of claim 6, wherein the SRS configuration
data further includes a delta sequence shift ASS when SRS
sequence hopping is enabled.
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